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GK

主要技术性能  Specifications

特点  Features

项目  Items

类别温度范围
Category Temperature Range

额定电压范围
Rated Voltage(UR)

标称电容量范围
Nominal Capacitance Range(CR)

标称电容量允许偏差
Allowed Capacitance Tolerance(CT)

漏电流
Leakage Current(IL)

损耗角正切值
Tangent of loss angle(Tanδ)

耐久性
Load life

特性  Performance Characteristics

-40~+105℃

6.3~100V

4.7~6800μF

±20%(M)

低温特性
Characteristics at low temperature

+105℃,1000小时贮存后,恢复16小时后：
After storage for 1000 hours at +105℃ and then recovery 16 hours:
电容量变化率Capacitance change  ：±25%初始测量值以内 within ±25% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤2倍初始规定值  Not more than 200% of specified value 

+105℃，不超过额定电压的范围下叠加额定纹波电流，连续施加表中规定额定电压时间，恢复16小时后：
Overlay the rated ripple current within the range of rated voltage, continuously apply the rated voltage specified in the table for 
a time +105 ℃, and recover for 16 hours；
电容量变化率Capacitance change  ：±25%初始测量值以内 within ±25% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤初始规定值 Not more than specified value

120Hz,+20℃

+20℃ 
after 2 minutes

120Hz,+20℃

Max.
120Hz,+20℃

Max.
120Hz

高温贮存
Shelf life

≤0.01CR UR或者3μA
取较大值（Whichever is greater）

ØD

Load life

5~6.3

2000h

8

3000h

10

4000h

12.5~

5000h

UR (V)

Tanδ

6.3

0.22

10

0.19

16

0.16

25

0.14

35

0.12

50

0.10

63

0.10

100

0.10

当容量大于1000μF时，每增加1000μF，其损耗角正切值增加0.02

When nominal capacitance exceeds 1000μF, add 0.02 to the value above for each 1000μF increase.

UR (V)

Z-25℃／Z+20℃

Z-40℃／Z+20℃

6.3

4

8

10

3

6

16

2

6

25

2

4

35

2

3

63

2

3

100

2

3

50

2

3

主要技术性能  Specifications

GD
保证105℃ 2000~4000小时。 Endurance :2000~4000h at 105℃.

额定电压范围：6.3~25V。Rated Voltage Range: 6.3~25V.

高纹波,极低阻抗。High ripple current, Ultra low ESR.

满足RoHS。RoHS  Compliant.

特点  Features

项目  Items
类别温度范围
Category Temperature Range
额定电压范围
Rated Voltage(UR)
标称电容量范围
Nominal Capacitance Range(CR)
标称电容量允许偏差
Allowed Capacitance Tolerance(CT)
漏电流
Leakage Current(IL)

损耗角正切值
Tangent of loss angle(Tanδ)

耐久性
Load life

特性  Performance Characteristics

-40~+105℃

6.3~25V

低温特性
Characteristics at low temperature

+105℃,1000小时贮存后,恢复16小时后：
After storage for 1000 hours at +105℃ and then recovery 16 hours:
电容量变化率Capacitance change  ：±25%初始测量值以内 within ±25% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤2倍初始规定值  Not more than 200% of specified value 

+105℃，不超过额定电压的范围下叠加额定纹波电流，连续施加表中规定额定电压时间，恢复16小时后：
Overlay the rated ripple current within the range of rated voltage, continuously apply the rated voltage specified in the table for 
a time +105 ℃, and recover for 16 hours；
电容量变化率Capacitance change  ：±25%初始测量值以内 within ±25% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤初始规定值 Not more than specified value

100~3300μF

±20%(M)

120Hz,+20℃

120Hz,+20℃

Max.
120Hz,+20℃

+20℃ 
after 2 minutes

Max.
120Hz

≤0.01CR UR或者3μA
取较大值（Whichever is greater）

高温贮存
Shelf life

当容量大于1000μF时，每增加1000μF，其损耗角正切值增加0.02
When nominal capacitance exceeds 1000μF, add 0.02 to the value above for each 1000μF increase.

UR (V)
Tanδ

6.3
0.18

10
0.14

16
0.12

25
0.1

UR (V)
Z-40℃／Z+20℃

6.3
8

10
6

16
6

25
6

ΦD
Load life

5 6.3
2000h

8
3000h

≥10
4000h

5
2.0

0.5 0.6

6.3
2.5

8
3.5

0.5、0.6

10
5.0

12.5
5.0

16
7.5
0.8

D
F
d 

αMAX
﹝L＜20﹞1.5

﹝L≥20﹞2.0
βMAX

﹝D＜20﹞0.5

﹝D≥20﹞1.0

120

0.50

1K

0.80

10K

0.90

100K

1.00

Frequency (Hz)

CR(μF) Kf

100~3300

UR(V)
ΦD×L

mm*mm

ESRmax
100KHz

25℃
Ω

IAC,max
100KHz
105℃
mA

ΦD×L
mm*mm

ESRmax
100KHz

25℃
Ω

IAC,max
100KHz
105℃
mA

ΦD×L
mm*mm

ESRmax
100KHz

25℃
Ω

IAC,max
100KHz
105℃
mA

ΦD×L
mm*mm

ESRmax
100KHz

25℃
Ω

IAC,max
100KHz
105℃
mA

6.3 10 16 25

CR(μF)

5×11

8×11.5
8×11.5

8×11.5
8×16

10×12.5
8×16

10×12.5
8×20

10×12.5
10×16
8×20
10×16

10×25

0.245

0.038
0.038

0.036
0.036
0.027
0.028
0.027
0.020
0.022
0.019
0.018
0.018

0.015

100
220
330

470

560

680

820

1000

1200

1500

1800

2200

2700
3300

240

1080
1100

1140
1200
1500
1490
1520
1870
1540
1850
1870
1910

2800

5×11
6.3×11

8×11.5

8×11.5
8×11.5

8×16
8×16

10×12.5
8×20

8×20
10×16
10×20
10×20
10×25

0.300
0.065

0.038

0.038
0.036

0.029
0.028
0.026
0.023

0.023
0.022
0.020
0.018
0.016

250
410

950

960
1080

1450
1490
1540
1850

1900
2000
2450
2500
2650

6.3×11

8×11.5

8×16
10×12.5

8×20
10×16
10×20

10×20

10×25

12.5×30

0.055

0.036

0.028
0.026

0.022
0.020
0.017

0.018

0.015

0.014

420

1140

1490
1540

1870
1910
2540

2650

2800

3000

6.3×11
8×11.5
8×11.5
10×12.5

8×20

8×20
10×16
10×20
10×20

12.5×20

16×30

0.085
0.052
0.034
0.026
0.023

0.023
0.022
0.020
0.018

0.016

0.015

600
820
1050
1450
1650

1700
1750
1800
2180

2480

2555

外形图及尺寸表 Case size table尺寸图   Dimension drawings

频率修正系数  Frequency Coefficient

单位 Unit: mm

保证105℃ 2000~5000小时。 Endurance :2000~5000h at 105℃.

额定电压范围：6.3~100V。Rated Voltage Range: 6.3~100V.

高频率，低阻抗。Low ESR at high frequency. 

满足RoHS   RoHS  Compliant.

αMAX
﹝L＜20﹞1.5

﹝L≥20﹞2.0
βMAX

﹝D＜20﹞0.5

﹝D≥20﹞1.0

120

0.40

0.50

0.60

0.75

0.85

0.75

0.85

0.87

0.90

0.95

0.90

0.94

0.95

0.95

0.98

1.00

1.00

1.00

1.00

1.00

1K 10K 100K

Frequency (Hz)

CR(μF) Kf

~180

220~560

680~1800

2200~3900

4700~

5

2.0

 0.5

6.3

2.5

0.5

8

3.5

0.5、0.6

10

5.0

0.6

12.5

5.0

0.6

16

7.5

0.8

D
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尺寸图   Dimension drawings 频率修正系数  Frequency Coefficient
单位 Unit: mm
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UR(V)
ƎGÖO

mm*mm
ƎGÖO

mm*mm
ƎGÖO

mm*mm
ƎGÖO

mm*mm

35 50 63 100

CR+ƤI,

8Ö44

916Ö44

916Ö44

;Ö49

43Ö4518

;Ö53

43Ö4518

43Ö49

4518Ö4518

4518Ö53

4518Ö53

4518Ö58

49Ö58

0.55

0.25

0.15

0.065

0.060

0.041

0.045

0.045

0.045

0.035

0.032

0.028

0.026

200

350

400

980

1050

1210

1160

1500

1450

2150

2180

2300

2700

916Ö44

;Ö4418

43Ö4518

4518Ö4518

43Ö53

4518Ö53

43Ö53

49Ö53

49Ö58

0.24

0.15

0.065

0.050

0.05

0.035

0.055

0.034

0.025

320

610

4333

1450

1500

1900

1650

2100

2700

916Ö44

916Ö44

;Ö4418

;Ö4418

43Ö4518

43Ö58

43Ö53

4518Ö53

43Ö63

4518Ö58

49Ö53

49Ö63

0.50

0.32

0.22

0.20

0.14

0.075

0.080

0.060

0.047

0.038

0.038

0.028

250

270

480

550

720

1315

1180

1560

1750

2000

2300

2850

8Ö44

8Ö44

8Ö44

916Ö44

;Ö4418

;Ö4418

43Ö<

43Ö4518

43Ö49

43Ö49

43Ö53

4518Ö53

49Ö58

49Ö63

1.60

1.49

1.45

1.00

0.80

0.70

0.35

0.21

0.18

0.15

0.09

0.065

0.045

0.030

105

116

120

150

370

380

410

550

630

700

970

1500

2150

5683

4.7

5.6

6.8

10

22

33

47

56

68

82

100

680

820

1000

1200

1500

220

270

330

470
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ṑḽᶃ   Glphqvlrq gudzlqjv

RS

Ѯ Ἡ ớ   Vshflilfdwlrqv

⸗♇  Ihdwxuhv

  Lwhpv

ָ□ẙ ᶀ
Category Temperature Range

ḧּכᴙ ᶀ
Rated Voltage(U R)

‰ ḳכּ ᶀ
Nominal Capacitance Range(C R)

‰ ḳכּ ӹ ӭṮ
Allowed Capacitance Tolerance(C T)

╙כּ◖
Ohdndjh Fxuuhqw+LL)

Ὣ ⃰֬Ӫ
Wdqjhqw ri orvv dqjoh+WdqƜ,

Ѱớ
Load life

⸗ớ  Shuirupdqfh Fkdudfwhulvwlfv

073¢.438ɫ

6.3~100V

4¢48333ƤI

±20%(M)

Ӊ□⸗ớ
Characteristics at low temperature

.438ɫ/4333ṇῊ ḕᵅ/Ỡᶶ49ṇῊᵅχ
Diwhu vwrudjh iru 4333 krxuv dw .438ɫ dqg wkhq uhfryhu| 49 krxuv=
ḳכּ ᴪקꞌFdsdflwdqfh fkdqjh  χ°58(ִḊ╜ ӪҨԓ zlwklq °58( ri lqlwldo ydoxh
Ὣ ⃰֬Ӫ WdqƜ                         χ˅5ӤִḊ ḧӪ  Qrw pruh wkdq 533( ri vshflilhg ydoxh
Ohdndjh fxuuhqw            χ˅5ӤִḊ  ╙  כּ  ◖ ḧӪ  Qrw pruh wkdq 533( ri vshflilhg ydoxh 

.438ɫιј ḧּכᴙ￼ ᶀїᴬז ḧ ι╙כּ└ ᾼז ѧ ḧ ḧּכᴙῊ ιỠᶶ49ṇῊᵅχ
Ryhuod| wkh udwhg ulssoh fxuuhqw zlwklq wkh udqjh ri udwhg yrowdjh/ frqwlqxrxvo| dsso| wkh udwhg yrowdjh vshflilhg lq wkh wdeoh iru 
d wlph .438 ɫ/ dqg uhfryhu iru 49 krxuvψ
ḳכּ ᴪקꞌFdsdflwdqfh fkdqjh  χ°58(ִḊ╜ ӪҨԓ zlwklq °58( ri lqlwldo ydoxh
Ὣ ⃰֬Ӫ WdqƜ                         χ˅5ӤִḊ ḧӪ  Qrw pruh wkdq 533( ri vshflilhg ydoxh
Ohdndjh fxuuhqw            χ˅ִḊ  ╙  כּ  ◖ ḧӪ Qrw pruh wkdq vshflilhg ydoxh

453K}/.53ɫ

.53ɫ 
after 2 minutes

453K}/.53ɫ

Max.
453K}/.53ɫ

Max.
120Hz

□ ḕ
Vkhoi olih

˅3134FR URἆ 6ƤD
ᴨ ᶽӪεZklfkhyhu lv juhdwhuζ

ØD

Load life

5~6.3

3000h

8

4000h

10

5000h

12.5~

7000h

UR (V)

WdqƜ

6.3

0.22

10

0.19

16

0.16

25

0.14

35

0.12

50

0.10

63

0.09

100

0.08

Ẹḳ ᶽ҈4333ƤIῊι⅛ᶭ4333זƤIιԎὫ ⃰֬Ӫᶭ3135ז

Zkhq qrplqdo fdsdflwdqfh h{fhhgv 4333ƤI/ dgg 3135 wr wkh ydoxh deryh iru hdfk 4333ƤI lqfuhdvh1

UR (V)

Z058ɫμ].53ɫ

Z073ɫμ].53ɫ

6.3

4

8

10

3

6

16

3

4

25

3

4

35

3

3

63

2

3

100

2

3

50

3

3

Ӡ 438ɫ 6333¢:333ṇῊ  Hqgxudqfh =6333¢:333k dw 438ɫ1

ḧּכᴙ ᶀχ916¢433Y Udwhg Yrowdjh Udqjh= 916¢433Y1

ꞌιӉ ἰ Orz HVU dw kljk iuhtxhqf|1 

◑ UrKV UrKV  Frpsoldqw1

UR(V)
ƎGÖO

mm*mm

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

ƎGÖO
mm*mm

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

ƎGÖO
mm*mm

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

ƎGÖO
mm*mm

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

6.3 10 16 25

CR+ƤI,

8Ö44

916Ö44

916Ö44

;Ö4418

;Ö4418

;Ö49

43Ö4518

;Ö53

43Ö49

43Ö53

43Ö58

4518Ö53

4518Ö58

4518Ö63

4518Ö68

49Ö53

49Ö58

0.28

0.13

0.13

0.072

0.072

0.056

0.053

0.041

0.038

0.023

0.022

0.021

0.018

0.016

0.016

0.015

0.014

220

405

420

760

795

995

1030

1250

1430

1820

1980

2080

2470

2850

3150

3150

3250

916Ö44

916Ö44

;Ö4418

;Ö4418

;Ö4418

;Ö4418

;Ö53

43Ö49

43Ö53

43Ö53

4518Ö53

4518Ö58

4518Ö63

4518Ö68

49Ö58

0.13

0.13

0.072

0.072

0.056

0.056

0.041

0.038

0.030

0.027

0.025

0.018

0.016

0.015

0.016

405

420

760

795

820

995

1250

1430

1820

1950

2150

2770

2850

3150

3018

6.3Ö11

916Ö44

916Ö44

;Ö4418

;Ö4418

 8Ö16

43Ö4518

8Ö20

43Ö4518

;Ö49

43Ö4518

43Ö53

12.5Ö20

4518Ö58

4518Ö68

0.13

0.13

0.102

0.072

0.072

0.056

0.053

0.041

0.048

0.035

0.048

0.027

0.025

0.023

0.015

405

420

450

760

795

995

1030

1250

1160

1400

1430

1900

2100

2850

3150

916Ö44

;Ö4418

;Ö4418

43Ö4518

;Ö47

43Ö4518

43Ö49

43Ö53

43Ö53

4518Ö4518

4518Ö53

4518Ö58

49Ö58

49Ö63

0.13

0.072

0.056

0.053

0.065

0.056

0.032

0.030

0.028

0.032

0.024

0.020

0.016

0.016

410

760

995

1030

1040

1160

1550

1890

2000

1550

2400

2650

3000

3260

100

120

1500

2200

2700

3300

3900

4700

560

680

820

220

330

470

1000

1200

5600

6800

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

HVUmax

100KHz
58ɫ

Ƒ

LDF/pd{
100KHz
438ɫ

mA

5

2.0

0.5 0.6

6.3

2.5

8

3.5

318 319

10

5.0

12.5

5.0

16~18

7.5

0.8

D

I

d 

ƙPD[
Oω53 418

Oˆ53 513
ƚPD[

Gω53 318

Gˆ53 413

ᴅӈ Xqlw= pp

⸗ớ
Table of specifications and characteristics

4min


